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PROTECT PUBLIC SPACE AREAS IN
HATCHED AREAS SHOWN,
HYDRAULICALLY CALCULATED PER
NFPA 13 REQUIREMENTS.
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TRUSSES AS THIS SPACE WILL BE SUBJECT TO FREEZING.
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FIRE PROTECTION NOTES:

THE BUILDING SHALL BE FULLY PROTECTED BY A HYDRAULICALLY DESIGNED WET PIPE SPRINKLER SYSTEM IN ACCORDANCE
WITH NFPA 13R, WITH PUBLIC/COMMON AREAS HYDRAULICALLY CALCULATED TO MEET THE REQURIEMENTS OF NFPA 13 PER
THE RESPECTIVE AREAS INDICATED ON THE PLANS.

CONTRACTOR SHALL FLUSH OUT PIPING IN ACCORDANCE WITH NFPA 25 "INSPECTION, TESTING AND MAINTENANCE OF WATER
BASED FIRE PROTECTION SYSTEMS.”

CONTRACTOR SHALL PROVIDE ALL NEW SPRINKLER HEADS. PROVIDE TYPES AND FINISHES AS SPECIFIED ON THESE PLANS.

F.P. CONTRACTOR SHALL PROVIDE PADDLE FLOW SWITCH AND SUPERVISORY SWITCHES AND PROVIDE AND CONNECT THESE
DEVICES TO AN AUDIBLE ALARM IN ACCORDANCE WITH NFPA 13.

PROVIDE MAIN AND AUXILIARY DRAINS. MAIN DRAIN SHALL DISCHARGE TO THE EXTERIOR OF THE BUILDING.
PROVIDE FIRE DEPARTMENT SIAMESE HOSE CONNECTION TO THE FIRE SPRINKLER SYSTEM.

FIRE PROTECTION CONTRACTOR SHALL PROVIDE SEISMIC RESTRAINTS ON ALL F.P. SPRINKLER PIPING 2)” AND LARGER THAT IS
SUSPENDED 12" OR MORE FROM THE TOP OF THE PIPE TO THE BOTTOM OF THE SUPPORT FOR THE HANGER.

PROVIDE RISERS, MAIN AND BRANCH PIPING, AND SPRINKLER HEAD LAYOUT DESIGNED ACCORDING TO NFPA 13 (FOR PUBLIC
AREAS) AND NFPA 13R FOR RESIDENTIAL AREAS. CONTRACTOR SHALL INSTALL NEW PIPING ACCORDING TO NFPA 13 AND 13R
RESPECTIVELY.

CONTRACTOR SHALL PROVIDE SUPERVISOR SWITCHES ON ALL NEW MAIN SHUTOFF VALVES INCLUDING SECTIONALIZING VALVES
AT EACH FLOOR LEVEL OR ZONE AS REQUIRED.

THE ATTIC AREA SHALL NOT BE REQUIRED TO BE PROTECTED. (PER NFPA 13R DESIGN REQUIREMENTS)
ARCHITECTURAL FOR REQUIRED DRAFT STOPPING IN ATTIC AND INTERSTITIAL AREAS.
HAZARD CLASSIFICATION AND DESIGN PARAMETERS:

RESIDENTIAL LIVING UNITS, —LIGHT HAZARD; 0.10 GPM/S.F. DENSITY

(NFPA 13R) FOR MOST REMOTE 1500 S.F.

REFER TO

OFFICES AND CORRIDORS —LIGHT HAZARD; 0.10 GPM/S.F. DENSITY

(NFPA 13) FOR MOST REMOTE 1500 S.F.
PORCHES —LIGHT HAZARD; 0.10 GPM/S.F. DENSITY
(NFPA 13) FOR MOST REMOTE 1500 S.F. PLUS 30% DRY

SYSTEM INCREASE PLUS 30% SLOPED ROOF
INCREASE. (TOTAL = 2535 S.F.)

MECHANICAL SPACES,
STORAGE (NFPA 13)

—ORDINARY HAZARD; 0.15 GPM/S.F. DENSITY
FOR MOST REMOTE 1500 S.F.

EXTERIOR HOSE ALLOWANCE: —100 GPM FOR 30 MIN. (LIGHT HAZARD)

250 GPM FOR 30 MIN. (ORDINARY HAZARD)
REFER TO ARCHITECTURAL DRAWINGS FOR ROOM ARRANGEMENT AND ROOM FINISH SCHEDULE.
COORDINATE INSTALLATION OF SPRINKLERS WITH WORK OF OTHER TRADES.
NEW 6” WATER SERVICE. (BY OTHERS)

1st, 2nd, AND 3rd FLOOR TO BE FED BY WET SYSTEM. 3rd FLOOR APARTMENTS TO BE PROTECTED BY SIDEWALL
SPRINKLERS, PIPING SHALL NOT BE ROUTED THROUGH THE ATTIC TRUSSES AS THIS SPACE WILL BE SUBJECT TO FREEZING.

ATTACHED PORCH AREAS ARE TO BE PROTECTED WITH DRY SIDEWALL SPRINKLERS.
ALL 1"—2" PIPE SCH. 40 THREADED w/CAST IRON FITTINGS. (CPVC ALTERNATE ONLY IF APPROVED BY LOCAL AUTHORITY.)

ALL 2%” AND LARGER SCH. 10 GROOVED w/WELDED OUTLETS.

PIPE SIZES PER HYDRAULIC CALCULATIONS.

HANG ALL PIPE PER NFPA 13.

HYDROSTATICALLY TEST ALL SPRINKLER SYSTEM PIPING AT 200 PSI FOR 2 HOURS.
ALL MATERIALS SHALL BE U.L. AND F.M. APPROVED WHERE APPLICABLE.

PROVIDE NOT LESS THAN THE MINIMUM NUMBER SPARE SPRINKLER HEADS, FOR EACH TYPE AND RATING USED ON THE JOB,
IN ACCORDANCE WITH NFPA 13.

SYSTEM IDENTIFICATION TAGS AND SIGNS SHALL BE AS CALLED FOR NFPA 13, INCLUDING PORCELAIN—ENAMEL HYDRAULIC
DESIGN INFORMATION SIGNS AT MAIN RISERS. CONTROL, DRAIN AND TEST VALVES SHALL BE PROVIDED WITH IDENTIFICATION
SIGNS IN ACCORDANCE WITH NFPA 13R.

PROVIDE DRAIN VALVES AND PIPING AS REQUIRED TO PERMIT ALL SPRINKLER PIPING TO BE COMPLETELY DRAINED.
INSPECTOR’S TEST CONNECTIONS IN ACCORDANCE WITH NFPA 13R.

A FLOW TEST NEEDS TO BE PERFORMED BY THE FIRE PROTECTION CONTRACTOR.

F.P. CONTRACTOR SHALL SUBMIT DESIGN DRAWINGS AND HYDRAULIC CALCULATIONS AS FOLLOWS:
— TWO (2) SETS FOR APPROVAL TO:
a. CITY OF MILTON
BUILDING INSPECTIONS DIVISION

PROVIDE

b. ONE (1) SET OF "APPROVED” DRAWINGS AND CALCULATIONS ALONG WITH
ANY LETTERS OF STIPULATION TO THE ENGINEER FOR PERMANENT RECORD:

BLANK, WESSELINK, COOK & ASSOCIATES, INC.
2623 EAST PERSHING ROAD
DECATUR, IL 62524

ALL UNDERGROUND FIRE SERVICE PIPING SHALL BE FLUSHED (AT A RATE APPROPRIATE TO ITS SIZE, PRIOR TO CONNECTION
TO THE SYSTEM) AND HYDRAULICALLY PRESSURE TESTED IN ACCORDANCE WITH NFPA 24 WHILE BEING WITNESSED BY THE
LOCAL AUTHORITY HAVING JURISDICTION (AHJ). NOTIFY THE LOCAL AHJ TWENTY—FOUR HOURS (24) IN ADVANCE OF THE
FLUSHING PROCEDURE.

ALL ACCEPTANCE TESTS ON THE WET SUPPRESSION SYSTEMS SHALL BE WITNESSED BY A MEMBER OF THE FIRE PREVENTION
BUREAU AND SHALL COMPLY WITH CHAPTER 16 OF THE 2002 NFPA 13 HANDBOOK.

THIS CONTRACTOR SHALL ALLOW IN HIS INITIAL BID THE COST OF SERVICE ON ALL EQUIPMENT INSTALLED UNDER HIS
CONTRACT FOR A PERIOD OF ONE (1) YEAR FROM DATE OF FINAL INSPECTION OF THE WORK.

RED HAWK APARTMENTS

N. Parkview Drive & Blanche Drive
Milton, WI 53563
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WORN JERABEK WILTSE ARCHITECTS, P.C.
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1 1100% DESIGN DEVELOPMENT
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3 | ISSUED FOR PERMIT
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FOR BID/PERMIT

ENGINEERS ° CONSULTANTS
DESIGN FIRM LICENSE NO. 184.000894

2623 EAST PERSHING ROAD 217—-428-0973
DECATUR, IL 62524-2910 FAX 217—-428-8934

401 West Superior St, Suite 400

Chicago, IL 60654

PH: 312.642.5587 FAX: 312.642.4189 www.wjwarchitectiure.com

ALL REPORTS, PLANS SPECIFICATIONS, COMPUTER FILES, FIELD DATA, NOTES AND OTHER
DOCUMENTS, INCLUDING THOSE IN ELECTRONIC FORMAT, PREPARED BY BWC, INC. ARE INSTRUMENTS
OF SERVICE AND SHALL REMAIN THE PROPERTY OF BWC. BWC SHALL BE DEEMED THE AUTHOR
AND SHALL RETAIN ALL COMMON LAW, STATUTORY AND OTHER RESERVED RIGHTS, INCLUDING THE
COPYRIGHT THERETO. IN ACCEPTING ANY DRAWINGS, REPORTS AND DATA ON ANY FORM OF
ELECTRONIC MEDIA GENERATED AND FURNISHED BY BWC, THE CLIENT AGREES NOT TO REUSE THESE
ELECTRONIC FILES, IN WHOLE OR IN PART, FOR ANY PURPOSE OTHER THAN FOR THIS PROJECT.
THE CLIENT FURTHER AGREES NOT TO TRANSFER THESE ELECTRONIC FILES TO OTHERS WITHOUT
THE PRIOR WRITTEN CONSENT OF BWC.
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